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Artikel Omschrijving

DH-AP fire safe Gemarkeerde velden zijn veelvoorkomende maten

DH-AP 35mm fire safe (FS)

PSI35-0FS Sealing plug DH-AP 35/0 Fire safe pressure tight

PSI35-10FS Sealing plug DH-AP 35/10-11 Fire safe pressure tight

PSI35-12FS Sealing plug DH-AP 35/12-13 Fire safe pressure tight

PSI35-15FS Sealing plug DH-AP 35/15-16 Fire safe pressure tight

DH-AP 40mm fire safe (FS)

PSI40-0FS Sealing plug DH-AP 40/0 Fire safe pressure tight

PSI40-8FS Sealing plug DH-AP 40/8-9 Fire safe pressure tight

PSI40-12FS Sealing plug DH-AP 40/12-13 Fire safe pressure tight

PSI40-15FS Sealing plug DH-AP 40/15-16 Fire safe pressure tight

PSI40-16FS Sealing plug DH-AP 40/16-17 Fire safe pressure tight

PSI40-18FS Sealing plug DH-AP 40/18-19 Fire safe pressure tight

PSI40-20FS Sealing plug DH-AP 40/20-21 Fire safe pressure tight

PSI40-21FS Sealing plug DH-AP 40/21-22 Fire safe pressure tight

PSI40-22FS Sealing plug DH-AP 40/22-23 Fire safe pressure tight

DH-AP 50mm fire safe (FS)

PSI50-0FS Sealing Plug DH-AP 50/0 Fire safe pressure tight

PSI50-7FS Sealing Plug DH-AP 50/7-8 Fire safe pressure tight

PSI50-8FS Sealing Plug DH-AP 50/8-9 Fire safe pressure tight

PSI50-10FS Sealing Plug DH-AP 50/10-11 Fire safe pressure tight

PSI50-12FS Sealing Plug DH-AP 50/12-13 Fire safe pressure tight

PSI50-13FS Sealing Plug DH-AP 50/13-14 Fire safe pressure tight

PSI50-15FS Sealing Plug DH-AP 50/15-16 Fire safe pressure tight

PSI50-17FS Sealing Plug DH-AP 50/17-18 Fire safe pressure tight

PSI50-18FS Sealing Plug DH-AP 50/18-19 Fire safe pressure tight

PSI50-20FS Sealing Plug DH-AP 50/20-21 Fire safe pressure tight

PSI50-21FS Sealing Plug DH-AP 50/21-22 Fire safe pressure tight

PSI50-22FS Sealing Plug DH-AP 50/22-23 Fire safe pressure tight

PSI50-23FS Sealing Plug DH-AP 50/23-24 Fire safe pressure tight

PSI50-25FS Sealing Plug DH-AP 50/25-26 Fire safe pressure tight

PSI50-26FS Sealing Plug DH-AP 50/26-27 Fire safe pressure tight

PSI50-27FS Sealing Plug DH-AP 50/27-28 Fire safe pressure tight

PSI50-28FS Sealing Plug DH-AP 50/28-29 Fire safe pressure tight

PSI50-30FS Sealing Plug DH-AP 50/30-31 Fire safe pressure tight

PSI50-32FS Sealing Plug DH-AP 50/32-33 Fire safe pressure tight

DH-AP 60mm fire safe (FS)

PSI60-0FS Sealing Plug DH-AP 60/0 Fire safe pressure tight

PSI60-20FS Sealing Plug DH-AP 60/20-21 Fire safe pressure tight

PSI60-22FS Sealing Plug DH-AP 60/22-23 Fire safe pressure tight

PSI60-25FS Sealing Plug DH-AP 60/25-26 Fire safe pressure tight

PSI60-27FS Sealing Plug DH-AP 60/27-28 Fire safe pressure tight

PSI60-28FS Sealing Plug DH-AP 60/28-29 Fire safe pressure tight

PSI60-30FS Sealing Plug DH-AP 60/30-31 Fire safe pressure tight

PSI60-31FS Sealing Plug DH-AP 60/31-32 Fire safe pressure tight

PSI60-32FS Sealing Plug DH-AP 60/32-33 Fire safe pressure tight

PSI60-33FS Sealing Plug DH-AP 60/33-34 Fire safe pressure tight

PSI60-34FS Sealing Plug DH-AP 60/34-35 Fire safe pressure tight

PSI60-35FS Sealing Plug DH-AP 60/35-36 Fire safe pressure tight

PSI60-40FS Sealing Plug DH-AP 60/40-42 Fire safe pressure tight

DH-AP 70mm fire safe (FS)

PSI70-22FS Sealing Plug DH-AP 70/22-23 Fire safe pressure tight

PSI70-27FS Sealing Plug DH-AP 70/27-28 Fire safe pressure tight
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PSI70-28FS Sealing Plug DH-AP 70/28-29 Fire safe pressure tight

PSI70-32FS Sealing Plug DH-AP 70/32-33 Fire safe pressure tight

PSI70-34FS Sealing Plug DH-AP 70/34-35 Fire safe pressure tight

PSI70-35FS Sealing Plug DH-AP 70/35-36 Fire safe pressure tight

PSI70-40FS Sealing Plug DH-AP 70/40-42 Fire safe pressure tight

PSI70-42FS Sealing Plug DH-AP 70/42-44 Fire safe pressure tight

PSI70-48FS Sealing Plug DH-AP 70/48-50 Fire safe pressure tight

PSI70-50FS Sealing Plug DH-AP 70/50-52 Fire safe pressure tight

DH-AP 80mm fire safe (FS)

PSI80-0FS Sealing Plug DH-AP 80/0 Fire safe pressure tight

PSI80-30FS Sealing Plug DH-AP 80/30-31 Fire safe pressure tight

PSI80-32FS Sealing Plug DH-AP 80/32-33 Fire safe pressure tight

PSI80-35FS Sealing Plug DH-AP 80/35-36 Fire safe pressure tight

PSI80-37FS Sealing Plug DH-AP 80/37-38 Fire safe pressure tight

PSI80-40FS Sealing Plug DH-AP 80/40-42 Fire safe pressure tight

PSI80-42FS Sealing Plug DH-AP 80/42-44 Fire safe pressure tight

PSI80-44FS Sealing Plug DH-AP 80/44-46 Fire safe pressure tight

PSI80-48FS Sealing Plug DH-AP 80/48-50 Fire safe pressure tight

PSI80-50FS Sealing Plug DH-AP 80/50-52 Fire safe pressure tight

PSI80-52FS Sealing Plug DH-AP 80/52-54 Fire safe pressure tight

PSI80-54FS Sealing Plug DH-AP 80/54-56 Fire safe pressure tight

PSI80-56FS Sealing Plug DH-AP 80/56-58 Fire safe pressure tight

DH-AP 90mm fire safe (FS)

PSI90-48FS Sealing Plug DH-AP 90/48-50 Fire safe pressure tight

PSI90-60FS Sealing Plug DH-AP 90/60-62 Fire safe pressure tight

DH-AP 100mm fire safe (FS)

PSI100-0FS Sealing Plug DH-AP 100/0 Fire safe pressure tight

PSI100-30FS Sealing Plug DH-AP 100/30-31 Fire safe pressure tight

PSI100-32FS Sealing Plug DH-AP 100/32-33 Fire safe pressure tight

PSI100-34FS Sealing Plug DH-AP 100/34-35 Fire safe pressure tight

PSI100-40FS Sealing Plug DH-AP 100/40-42 Fire safe pressure tight

PSI100-42FS Sealing Plug DH-AP 100/42-44 Fire safe pressure tight

PSI100-48FS Sealing Plug DH-AP 100/48-50 Fire safe pressure tight

PSI100-50FS Sealing Plug DH-AP 100/50-52 Fire safe pressure tight

PSI100-52FS Sealing Plug DH-AP 100/52-54 Fire safe pressure tight

PSI100-54FS Sealing Plug DH-AP 100/54-56 Fire safe pressure tight

PSI100-56FS Sealing Plug DH-AP 100/56-58 Fire safe pressure tight

PSI100-60FS Sealing Plug DH-AP 100/60-62 Fire safe pressure tight

PSI100-62FS Sealing Plug DH-AP 100/62-64 Fire safe pressure tight

PSI100-64FS Sealing Plug DH-AP 100/64-66 Fire safe pressure tight

DH-AP 105mm fire safe (FS)

PSI105-32FS Sealing Plug DH-AP 105/32-33 Fire safe pressure tight

PSI105-40FS Sealing Plug DH-AP 105/40-42 Fire safe pressure tight

DH-AP 110mm fire safe (FS)

PSI110-0FS Sealing Plug DH-AP 110/0 Fire safe pressure tight

PSI110-19FS Sealing Plug DH-AP 110/19-20 Fire safe pressure tight

PSI110-40FS Sealing Plug DH-AP 110/40-42 Fire safe pressure tight

PSI110-62FS Sealing Plug DH-AP 110/62-64 Fire safe pressure tight

PSI110-74FS Sealing Plug DH-AP 110/74-76 Fire safe pressure tight

DH-AP 125mm fire safe (FS)

PSI125-0FS Sealing Plug DH-AP 125/0 Fire safe pressure tight

PSI125-40FS Sealing Plug DH-AP 125/40-42 Fire safe pressure tight

PSI125-50FS Sealing Plug DH-AP 125/50-52 Fire safe pressure tight
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PSI125-54FS Sealing Plug DH-AP 125/54-56 Fire safe pressure tight

PSI125-60FS Sealing Plug DH-AP 125/60-62 Fire safe pressure tight

PSI125-62FS Sealing Plug DH-AP 125/62-64 Fire safe pressure tight

PSI125-64FS Sealing Plug DH-AP 125/64-66 Fire safe pressure tight

PSI125-74FS Sealing Plug DH-AP 125/74-76 Fire safe pressure tight

PSI125-76FS Sealing Plug DH-AP 125/76-78 Fire safe pressure tight

PSI125-80FS Sealing Plug DH-AP 125/80-82 Fire safe pressure tight

PSI125-88FS Sealing Plug DH-AP 125/88-90 Fire safe pressure tight

PSI125-90FS Sealing Plug DH-AP 125/90-92 Fire safe pressure tight

DH-AP 150mm fire safe (FS)

PSI150-0FS Sealing Plug DH-AP 150/0 Fire safe pressure tight

PSI150-60FS Sealing Plug DH-AP 150/60-62 Fire safe pressure tight

PSI150-62FS Sealing Plug DH-AP 150/62-64 Fire safe pressure tight

PSI150-74FS Sealing Plug DH-AP 150/74-76 Fire safe pressure tight

PSI150-76FS Sealing Plug DH-AP 150/76-78 Fire safe pressure tight

PSI150-78FS Sealing Plug DH-AP 150/78-80 Fire safe pressure tight

PSI150-80FS Sealing Plug DH-AP 150/80-82 Fire safe pressure tight

PSI150-88FS Sealing Plug DH-AP 150/88-90 Fire safe pressure tight

PSI150-90FS Sealing Plug DH-AP 150/90-92 Fire safe pressure tight

PSI150-92FS Sealing Plug DH-AP 150/92-94 Fire safe pressure tight

PSI150-100FS Sealing Plug DH-AP 150/100-102 Fire safe pressure tight

PSI150-106FS Sealing Plug DH-AP 150/106-108 Fire safe pressure tight

PSI150-110FS Sealing Plug DH-AP 150/110-112 Fire safe pressure tight

PSI150-114FS Sealing Plug DH-AP 150/114-116 Fire safe pressure tight

PSI150-116FS Sealing Plug DH-AP 150/116-118 Fire safe pressure tight

PSI150-118FS Sealing Plug DH-AP 150/118-120 Fire safe pressure tight

PSI150-124FS Sealing Plug DH-AP 150/124-126 Fire safe pressure tight

DH-AP 160mm fire safe (FS)

PSI160-90FS Sealing Plug DH-AP 160/90-92 Fire safe pressure tight

PSI160-110FS Sealing Plug DH-AP 160/110-112 Fire safe pressure tight

PSI160-124FS Sealing Plug DH-AP 160/124-126 Fire safe pressure tight

DH-AP 200mm fire safe (FS)

PSI200-0FS Sealing Plug DH-AP 200/0 Fire safe pressure tight

PSI200-110FS Sealing Plug DH-AP 200/110-112 Fire safe pressure tight

PSI200-116FS Sealing Plug DH-AP 200/116-118 Fire safe pressure tight

PSI200-124FS Sealing Plug DH-AP 200/124-126 Fire safe pressure tight

PSI200-128FS Sealing Plug DH-AP 200/128-130 Fire safe pressure tight

PSI200-132FS Sealing Plug DH-AP 200/132-134 Fire safe pressure tight

PSI200-134FS Sealing Plug DH-AP 200/134-136 Fire safe pressure tight

PSI200-138FS Sealing Plug DH-AP 200/138-140 Fire safe pressure tight

PSI200-140FS Sealing Plug DH-AP 200/140-142 Fire safe pressure tight

PSI200-144FS Sealing Plug DH-AP 200/144-146 Fire safe pressure tight

PSI200-150FS Sealing Plug DH-AP 200/150-152 Fire safe pressure tight

PSI200-160FS Sealing Plug DH-AP 200/160-162 Fire safe pressure tight

DH-AP 250mm fire safe (FS)

PSI250-150FS Sealing Plug DH-AP 250/150-152 Fire safe pressure tight

PSI250-160FS Sealing Plug DH-AP 250/160-162 Fire safe pressure tight

PSI250-162FS Sealing Plug DH-AP 250/162-164 Fire safe pressure tight

PSI250-166FS Sealing Plug DH-AP 250/166-168 Fire safe pressure tight

PSI250-168FS Sealing Plug DH-AP 250/168-170 Fire safe pressure tight

PSI250-180FS Sealing Plug DH-AP 250/180-182 Fire safe pressure tight

PSI250-200FS Sealing Plug DH-AP 250/200-202 Fire safe pressure tight

DIN fire safe
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DIN 37,2mm fire safe (FS)

PSI37,2-6FS Sealing Plug DIN 37,2/6-7 Fire safe pressure tight

PSI37,2-10FS Sealing Plug DIN 37,2/10-11 Fire safe pressure tight

PSI37,2-12FS Sealing Plug DIN 37,2/12-13 Fire safe pressure tight

PSI37,2-15FS Sealing Plug DIN 37,2/15-16 Fire safe pressure tight

PSI37,2-16FS Sealing Plug DIN 37,2/16-17 Fire safe pressure tight

DIN 54,5mm fire safe (FS)

PSI54,5-0FS Sealing Plug DIN 54,5/0 Fire safe pressure tight

PSI54,5-15FS Sealing Plug DIN 54,5/15-16 Fire safe pressure tight

PSI54,5-16FS Sealing Plug DIN 54,5/16-17 Fire safe pressure tight

PSI54,5-18FS Sealing Plug DIN 54,5/18-19 Fire safe pressure tight

PSI54,5-20FS Sealing Plug DIN 54,5/20-21 Fire safe pressure tight

PSI54,5-21FS Sealing Plug DIN 54,5/21-22 Fire safe pressure tight

PSI54,5-22FS Sealing Plug DIN 54,5/22-23 Fire safe pressure tight

PSI54,5-25FS Sealing Plug DIN 54,5/25-26 Fire safe pressure tight

PSI54,5-26FS Sealing Plug DIN 54,5/26-27 Fire safe pressure tight

PSI54,5-28FS Sealing Plug DIN 54,5/28-29 Fire safe pressure tight

PSI54,5-30FS Sealing Plug DIN 54,5/30-31 Fire safe pressure tight

PSI54,5-32FS Sealing Plug DIN 54,5/32-33 Fire safe pressure tight

PSI54,5-33FS Sealing Plug DIN 54,5/33-34 Fire safe pressure tight

PSI54,5-34FS Sealing Plug DIN 54,5/34-35 Fire safe pressure tight

DIN 82,5mm fire safe (FS)

PSI82,5-0FS Sealing Plug DIN 82,5/0 Fire safe pressure tight

PSI82,5-32FS Sealing Plug DIN 82,5/32-33 Fire safe pressure tight

PSI82,5-33FS Sealing Plug DIN 82,5/33-34 Fire safe pressure tight

PSI82,5-35FS Sealing Plug DIN 82,5/35-36 Fire safe pressure tight

PSI82,5-37FS Sealing Plug DIN 82,5/37-38 Fire safe pressure tight

PSI82,5-40FS Sealing Plug DIN 82,5/40-42 Fire safe pressure tight

PSI82,5-42FS Sealing Plug DIN 82,5/42-44 Fire safe pressure tight

PSI82,5-48FS Sealing Plug DIN 82,5/48-50 Fire safe pressure tight

PSI82,5-50FS Sealing Plug DIN 82,5/50-52 Fire safe pressure tight

PSI82,5-54FS Sealing Plug DIN 82,5/54-56 Fire safe pressure tight

PSI82,5-60FS Sealing Plug DIN 82,5/60-62 Fire safe pressure tight

DIN 107,1mm fire safe (FS)

PSI107,1-54FS Sealing Plug DIN 107,1/54-56 Fire safe pressure tight

PSI107,1-60FS Sealing Plug DIN 107,1/60-62 Fire safe pressure tight

PSI107,1-62FS Sealing Plug DIN 107,1/62-64 Fire safe pressure tight

PSI107,1-66FS Sealing Plug DIN 107,1/66-68 Fire safe pressure tight

PSI107,1-70FS Sealing Plug DIN 107,1/70-72 Fire safe pressure tight

PSI107,1-74FS Sealing Plug DIN 107,1/74-76 Fire safe pressure tight

PSI107,1-76FS Sealing Plug DIN 107,1/76-78 Fire safe pressure tight

PSI107,1-80FS Sealing Plug DIN 107,1/80-82 Fire safe pressure tight

PSI107,1-82FS Sealing Plug DIN 107,1/82-84 Fire safe pressure tight

DIN 131,7mm fire safe (FS)

PSI131,7-74FS Sealing Plug DIN 131,7/74-76 Fire safe pressure tight

PSI131,7-76FS Sealing Plug DIN 131,7/76-78 Fire safe pressure tight

PSI131,7-78FS Sealing Plug DIN 131,7/78-80 Fire safe pressure tight

PSI131,7-88FS Sealing Plug DIN 131,7/88-90 Fire safe pressure tight

PSI131,7-90FS Sealing Plug DIN 131,7/90-92 Fire safe pressure tight

DIN 159,3mm fire safe (FS)

PSI159,3-88FS Sealing Plug DIN 159,3/88-90 Fire safe pressure tight

PSI159,3-90FS Sealing Plug DIN 159,3/90-92 Fire safe pressure tight

PSI159,3-106FS Sealing Plug DIN 159,3/106-108 Fire safe pressure tight

PSI159,3-110FS Sealing Plug DIN 159,3/110-112 Fire safe pressure tight
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PSI159,3-114FS Sealing Plug DIN 159,3/114-116 Fire safe pressure tight

PSI159,3-118FS Sealing Plug DIN 159,3/118-120 Fire safe pressure tight

PSI159,3-124FS Sealing Plug DIN 159,3/124-126 Fire safe pressure tight

DIN 207,3mm fire safe (FS)

PSI207,3-124FS Sealing Plug DIN 207,3/124-126 Fire safe pressure tight

PSI207,3-128FS Sealing Plug DIN 207,3/128-130 Fire safe pressure tight

PSI207,3-132FS Sealing Plug DIN 207,3/132-134 Fire safe pressure tight

PSI207,3-134FS Sealing Plug DIN 207,3/134-136 Fire safe pressure tight

PSI207,3-140FS Sealing Plug DIN 207,3/140-142 Fire safe pressure tight

PSI207,3-144FS Sealing Plug DIN 207,3/144-146 Fire safe pressure tight

PSI207,3-150FS Sealing Plug DIN 207,3/150-152 Fire safe pressure tight

PSI207,3-160FS Sealing Plug DIN 207,3/160-162 Fire safe pressure tight

PSI207,3-162FS Sealing Plug DIN 207,3/162-164 Fire safe pressure tight

DIN 260,4mm fire safe (FS)

PSI260,4-150FS Sealing Plug DIN 260,4/150-152 Fire safe pressure tight

PSI260,4-160FS Sealing Plug DIN 260,4/160-162 Fire safe pressure tight

PSI260,4-162FS Sealing Plug DIN 260,4/162-164 Fire safe pressure tight

PSI260,4-166FS Sealing Plug DIN 260,4/166-168 Fire safe pressure tight

PSI260,4-168FS Sealing Plug DIN 260,4/168-170 Fire safe pressure tight

PSI260,4-180FS Sealing Plug DIN 260,4/180-182 Fire safe pressure tight

PSI260,4-200FS Sealing Plug DIN 260,4/200-202 Fire safe pressure tight

ASTM fire safe (FS)

ASTM 52,5mm fire safe (FS)

PSI52,5-19FS Sealing Plug ASTM 52,5/19-20 Fire safe pressure tight

PSI52,5-22FS Sealing Plug ASTM 52,5/22-23 Fire safe pressure tight

PSI52,5-23FS Sealing Plug ASTM 52,5/23-24 Fire safe pressure tight

PSI52,5-28FS Sealing Plug ASTM 52,5/28-29 Fire safe pressure tight

PSI52,5-30FS Sealing Plug ASTM 52,5/30-31 Fire safe pressure tight

PSI52,5-32FS Sealing Plug ASTM 52,5/32-33 Fire safe pressure tight

ASTM 77,9mm fire safe (FS)

PSI77,9-33FS Sealing Plug ASTM 77,9/33-34 Fire safe pressure tight

PSI77,9-38FS Sealing Plug ASTM 77,9/38-39 Fire safe pressure tight

PSI77,9-48FS Sealing Plug ASTM 77,9/48-50 Fire safe pressure tight

ASTM 102,3mm fire safe (FS)

PSI102,3-0FS Sealing Plug ASTM 102,3/0 Fire safe pressure tight

PSI102,3-32FS Sealing Plug ASTM 102,3/32-33 Fire safe pressure tight

PSI102,3-40FS Sealing Plug ASTM 102,3/40-42 Fire safe pressure tight

PSI102,3-50FS Sealing Plug ASTM 102,3/50-52 Fire safe pressure tight

PSI102,3-60FS Sealing Plug ASTM 102,3/60-62 Fire safe pressure tight

ASTM 128,1mm fire safe (FS)

PSI128,1-76FS Sealing Plug ASTM 128,1/76-78 Fire safe pressure tight

PSI128,1-88FS Sealing Plug ASTM 128,1/88-90 Fire safe pressure tight

ASTM 254,4mm fire safe (FS)

PSI254,4-114FS Sealing Plug ASTM254,4/114-116 Fire safe pressure tight

PVC  fire safe (FS)

PVC 33,6mm fire safe (FS)

PSI33,6-15FS Sealing Plug PVC 33,6/15-16 Fire safe pressure tight

PSI33,6-18FS Sealing Plug PVC 33,6/18-19 Fire safe pressure tight
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PVC 43,6mm fire safe (FS)

PSI43,6-0FS Sealing Plug PVC 43,6/0 Fire safe pressure tight

PSI43,6-10FS Sealing Plug PVC 43,6/10-11 Fire safe pressure tight

PSI43,6-11FS Sealing Plug PVC 43,6/11-12 Fire safe pressure tight

PSI43,6-12FS Sealing Plug PVC 43,6/12-13 Fire safe pressure tight

PSI43,6-13FS Sealing Plug PVC 43,6/13-14 Fire safe pressure tight

PSI43,6-14FS Sealing Plug PVC 43,6/14-15 Fire safe pressure tight

PSI43,6-15FS Sealing Plug PVC 43,6/15-16 Fire safe pressure tight

PSI43,6-16FS Sealing Plug PVC 43,6/16-17 Fire safe pressure tight

PSI43,6-17FS Sealing Plug PVC 43,6/17-18 Fire safe pressure tight

PSI43,6-18FS Sealing Plug PVC 43,6/18-19 Fire safe pressure tight

PSI43,6-19FS Sealing Plug PVC 43,6/19-20 Fire safe pressure tight

PSI43,6-20FS Sealing Plug PVC 43,6/20-21 Fire safe pressure tight

PSI43,6-21FS Sealing Plug PVC 43,6/21-22 Fire safe pressure tight

PSI43,6-22FS Sealing Plug PVC 43,6/22-23 Fire safe pressure tight

PSI43,6-23FS Sealing Plug PVC 43,6/23-24 Fire safe pressure tight

PSI43,6-24FS Sealing Plug PVC 43,6/24-25 Fire safe pressure tight

PSI43,6-25FS Sealing Plug PVC 43,6/25-26 Fire safe pressure tight

PSI43,6-26FS Sealing Plug PVC 43,6/26-27 Fire safe pressure tight

PSI43,6-27FS Sealing Plug PVC 43,6/27-28 Fire safe pressure tight

PSI43,6-28FS Sealing Plug PVC 43,6/28-29 Fire safe pressure tight

PVC 68,6mm fire safe (FS)

PSI68,6-0FS Sealing Plug PVC 68,6/0 Fire safe pressure tight

PSI68,6-21FS Sealing Plug PVC 68,6/21-22 Fire safe pressure tight

PSI68,6-22FS Sealing Plug PVC 68,6/22-23 Fire safe pressure tight

PSI68,6-25FS Sealing Plug PVC 68,6/25-26 Fire safe pressure tight

PSI68,6-26FS Sealing Plug PVC 68,6/26-27 Fire safe pressure tight

PSI68,6-28FS Sealing Plug PVC 68,6/28-29 Fire safe pressure tight

PSI68,6-31FS Sealing Plug PVC 68,6/31-32 Fire safe pressure tight

PSI68,6-32FS Sealing Plug PVC 68,6/32-33 Fire safe pressure tight

PSI68,6-33FS Sealing Plug PVC 68,6/33-34 Fire safe pressure tight

PSI68,6-34FS Sealing Plug PVC 68,6/34-35 Fire safe pressure tight

PSI68,6-35FS Sealing Plug PVC 68,6/35-36 Fire safe pressure tight

PSI68,6-38FS Sealing Plug PVC 68,6/38-39 Fire safe pressure tight

PSI68,6-40FS Sealing Plug PVC 68,6/40-42 Fire safe pressure tight

PSI68,6-42FS Sealing Plug PVC 68,6/42-44 Fire safe pressure tight

PSI68,6-44FS Sealing Plug PVC 68,6/44-46 Fire safe pressure tight

PSI68,6-46FS Sealing Plug PVC 68,6/46-48 Fire safe pressure tight

PSI68,6-48FS Sealing Plug PVC 68,6/48-50 Fire safe pressure tight

PSI68,6-50FS Sealing Plug PVC 68,6/50-52 Fire safe pressure tight

PVC 103,6mm fire safe (FS)

PSI103,6-0FS Sealing Plug PVC 103,6/0 Fire safe pressure tight

PSI103,6-25FS Sealing Plug PVC 103,6/25-26 Fire safe pressure tight

PSI103,6-30FS Sealing Plug PVC 103,6/30-31 Fire safe pressure tight

PSI103,6-32FS Sealing Plug PVC 103,6/32-33 Fire safe pressure tight

PSI103,6-33FS Sealing Plug PVC 103,6/33-34 Fire safe pressure tight

PSI103,6-34FS Sealing Plug PVC 103,6/34-35 Fire safe pressure tight

PSI103,6-37FS Sealing Plug PVC 103,6/37-38 Fire safe pressure tight

PSI103,6-40FS Sealing Plug PVC 103,6/40-42 Fire safe pressure tight

PSI103,6-42FS Sealing Plug PVC 103,6/42-44 Fire safe pressure tight

PSI103,6-44FS Sealing Plug PVC 103,6/44-46 Fire safe pressure tight

PSI103,6-48FS Sealing Plug PVC 103,6/48-50 Fire safe pressure tight

PSI103,6-50FS Sealing Plug PVC 103,6/50-52 Fire safe pressure tight

PSI103,6-52FS Sealing Plug PVC 103,6/52-54 Fire safe pressure tight

PSI103,6-54FS Sealing Plug PVC 103,6/54-56 Fire safe pressure tight

PSI103,6-56FS Sealing Plug PVC 103,6/56-58 Fire safe pressure tight

PSI103,6-60FS Sealing Plug PVC 103,6/60-62 Fire safe pressure tight
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PSI103,6-62FS Sealing Plug PVC 103,6/62-64 Fire safe pressure tight

PSI103,6-64FS Sealing Plug PVC 103,6/64-66 Fire safe pressure tight

PSI103,6-72FS Sealing Plug PVC 103,6/72-74 Fire safe pressure tight

PSI103,6-74FS Sealing Plug PVC 103,6/74-76 Fire safe pressure tight

PVC 118,6mm fire safe (FS)

PSI118,6-0FS Sealing Plug PVC 118,6/0 Fire safe pressure tight

PSI118,6-28FS Sealing Plug PVC 118,6/28-29 Fire safe pressure tight

PSI118,6-46FS Sealing Plug PVC 118,6/46-48 Fire safe pressure tight

PSI118,6-52FS Sealing Plug PVC 118,6/52-54 Fire safe pressure tight

PSI118,6-60FS Sealing Plug PVC 118,6/60-62 Fire safe pressure tight

PSI118,6-62FS Sealing Plug PVC 118,6/62-64 Fire safe pressure tight

PSI118,6-64FS Sealing Plug PVC 118,6/64-66 Fire safe pressure tight

PSI118,6-74FS Sealing Plug PVC 118,6/74-76 Fire safe pressure tight

PSI118,6-76FS Sealing Plug PVC 118,6/76-78 Fire safe pressure tight

PSI118,6-88FS Sealing Plug PVC 118,6/88-90 Fire safe pressure tight

PSI118,6-90FS Sealing Plug PVC 118,6/90-92 Fire safe pressure tight

PSI118,6-92FS Sealing Plug PVC 118,6/92-94 Fire safe pressure tight

PVC 152mm fire safe (FS)

PSI152-0FS Sealing Plug PVC 152/0 Fire safe pressure tight

PSI152-62FS Sealing Plug PVC 152/62-64 Fire safe pressure tight

PSI152-88FS Sealing Plug PVC 152/88-90 Fire safe pressure tight

PSI152-90FS Sealing Plug PVC 152/90-92 Fire safe pressure tight

PSI152-100FS Sealing Plug PVC 152/100-102 Fire safe pressure tight

PSI152-108FS Sealing Plug PVC 152/108-110 Fire safe pressure tight

PSI152-110FS Sealing Plug PVC 152/110-112 Fire safe pressure tight

PSI152-114FS Sealing Plug PVC 152/114-116 Fire safe pressure tight

PSI152-118FS Sealing Plug PVC 152/118-120 Fire safe pressure tight

PSI152-124FS Sealing Plug PVC 152/124-126 Fire safe pressure tight

PVC 190,2mm fire safe (FS)

PSI190,2-110FS Sealing Plug PVC 190,2/110-112 Fire safe pressure tight

PSI190,2-124FS Sealing Plug PVC 190,2/124-126 Fire safe pressure tight

PSI190,2-128FS Sealing Plug PVC 190,2/128-130 Fire safe pressure tight

PSI190,2-132FS Sealing Plug PVC 190,2/132-134 Fire safe pressure tight

PSI190,2-134FS Sealing Plug PVC 190,2/134-136 Fire safe pressure tight

PSI190,2-138FS Sealing Plug PVC 190,2/138-140 Fire safe pressure tight

PSI190,2-140FS Sealing Plug PVC 190,2/140-142 Fire safe pressure tight

PSI190,2-144FS Sealing Plug PVC 190,2/144-146 Fire safe pressure tight

PSI190,2-150FS Sealing Plug PVC 190,2/150-152 Fire safe pressure tight

PVC 237,6mm fire safe (FS)

PSI237,6-150FS Sealing Plug PVC 237,6/150-152 Fire safe pressure tight

PSI237,6-160FS Sealing Plug PVC 237,6/160-162 Fire safe pressure tight

PSI237,6-162FS Sealing Plug PVC 237,6/162-164 Fire safe pressure tight

PSI237,6-166FS Sealing Plug PVC 237,6/166-168 Fire safe pressure tight

PSI237,6-168FS Sealing Plug PVC 237,6/168-170 Fire safe pressure tight

PSI237,6-180FS Sealing Plug PVC 237,6/180-182 Fire safe pressure tight
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